CC «Tulaelectroprivod»
Questionnaire

for determining the manufacture 

of multi-turn electric actuators of the series ЭП4

Date: __________.

Organization – customer: _________________________

Quantity of ordered electric actuators _____ items.

Choose one variant from each numbered set of alternatives by ticking the correspondent quadrate.

1 Operating mode:

⁪ direction of stop valve
⁪ direction of  locking and regulating armature.

Explosion – proofness:

⁪ explosion-proof manufacture (1ExdIIBT4 according to GOST 51330.0).

2 Coupling with armature (the type of mounting flange):
	OCT 26-07-763

A    Б                                                                         ⁪   ⁪


3 Torque (the upper limit of   tuning stop of the torque), Nm

60    120   250   500  

⁪      ⁪      ⁪       ⁪

4 Angular velocity, r/m

4     5,6      8     11     16    22     32     45    63     90    125     180

⁪    ⁪       ⁪     ⁪       ⁪    ⁪      ⁪      ⁪     ⁪      ⁪      ⁪        ⁪ 

(the velocity value should be adjusted with the chosen figure of the torque in the catalogue of manufacture of the electric actuators of the type ЭП4)
5 Control unit:

- mechanical (M1),

              Indicate the demanded upper limit of the tuning of position switches (output shaft angular velocity) _______.

⁪ the basic set of functions, code= M10, ⁪ extended set of functions, code = _________

· electronic «intellectual» (series Э1),
⁪ the basic set of functions, code = Э11, ⁪ the extended set of functions, code = ________

· limit switches electronic module of electric actuators (series Э2),

⁪ the basic set of functions, code = Э21, ⁪ the extended set of functions, code = ________

6 The range of operation temperatures, ° C:

⁪ from – 25 to +60 (У1 according to GOST 15150),

⁪ from -40 to +60 (У1 according to GOST 15150),
⁪ from -60 to +60 (УХЛ1 according to GOST 15150 except the actuators with the limit switches electronic module),
⁪ from -10 +60 (Т1 according to GOST 15150).
7 The mounting type of the output shaft of the actuator with the armature shaft:

⁪ «cams»
8 The direction of the output shaft rotation:

⁪ closing  by the clock hand (the basic variant),

⁪ closing against the clock hand (modification).

9 The level of moisture and dust ingress according to the GOST 14254-96:

⁪ IP67 (the basic variant),                              ⁪ IP68 (modification).

10 The colour of the paint:

⁪ blue (the basic variant),          ⁪ indicate the colour: __________ (modification).
